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No n- Intrusive ADSL capturing 

Product Des: notion 



This document describes the technology to provide an innovative and unique solution for the 
monitoring ard recording of data across ADEL broadband links (ADSL capturing), 

This Lawful Interception !'Lij solution consists of a monitoring device that passively captures 
all data traffic on an ADSL- cor reckon between the user and the DSLAM. It enables the LEA to 
monitor this correction without being detected - especially in an "unfriendly environment" 
without any access to the ISP's/Frcvider's premises. The AD-SL-data captured will be stored on 
a POSEIDON Unit and can be reconstructed / evaluated by using e.g. a directly connected 
Notebook v«a a Web- interface (Web- Browser) protected with a hierarchical password structure 
and different levels of access, 



Advantages 

■ Nan-Intrusive 

* No affect c n user n case c- power outage or disconnect on 

■ No ADSL chip set snd no interope-ab'lity issues 

■ Capable of monitoring any activity nducfing P2P 

■ No need to involve many personnel ir insta'lat on 

■ Easy to install and maintain 

■ Supports p-esenc and ne^t generation standards JADSL2 / ADSL2-) 

p Annex A [ADS L-cve- POTS, an a og) and An r -ie:-. B (AOSL-ovei-ISDN) 

■ 5 mu taneous extraction of upstream and oownsbeam cals nc uding time =tamp 

■ Low power 

* Compact size 




Specification 

B Capacity - One Line Tapoing 

■ Sjppoicsd Standards 

□ ADSL (G992.1} 

d ADS 12 (G992.3) 

d ADSL2+ JG992.5) 

o ANSI (T1.4L3) 

d ETSI 

■ Intercepted data to POSE3DON 

□ Stc-age on hard disk 

o Reconstruction B t Eva uaticn 



CONFIDENTIAL 








If you would like further Information about ELAMAN, 
or would like to discuss a specific requirement or project, please contact us at: 

Elaman GmbH 
German Security Solutions 
Seitzstr. 23 
80538 Munich 
Germany 

Tel: +49-89-24 20 91 80 
Fax: +49-89-24 20 91 81 
info@elaman.de 
www.elaman.de 




